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SOLAR STREET LIGHT



NOVAZ:SOL LED SOLAR STREET LIGHT

ENERGY

@®Original design for the integration of the
radiator,best for heat-dissipation

@®Light control and time-phased dimming,achieve /
second-time energy saving

@®LED mudule design,easy for installation

@®\Waterproof and anti-corrorsion lamp surface

@5 years warrany

diieiil )

Power 60w
Frequency Range 50-60HZ
Input Voltage DC10-30V,AC85-264V

LED Luminous Efficiency 90-110Im/W
Temper Glass Efficiency 90%

Lamp flux 4800Im
Illumination(E) 6M 26Ix

8M 15Ix

10M 9Ix o
Color Temperature 5000-6300K ”m "
Lifespan 35000H =
IP rate 1P65 I
Weight 6.9KG ¢

NOVA#SOL
ENERGY,




LED SOLAR STREET LIGHT

NOVAZESOL

ENERGY

@5 years warranty,all set
@®Good quality with competitive price

@Easy intallation,Free of maintenance.

LED lamp

Super bright LEDs,USA,35000 hrs life span,IP65

Controller
Germany brand,set the lighting time by
time&light option,IP68

Panel
Excellent performance,water-proof junction
box,long lifespan up to 25 years

Battery
Deep cycle maitain-free battery,5 years life
span

Pole
Resist of strong wind (136km/hr),use imported

powder and melt uniformity,anti-UV,more than

20 years life span

Working time
10-12 hours per night
3-5 nights back up time

Solar street light NS-PRO-36W

Lamp

36W,30pcs of leds,2400Im,6300K
Controller

12/24V10A solar charge controller
Panel
12V80W,poly/monocrystalline
Battery

12V135AH,deep cycle battery
Pole

5-6M

Pole distance

18M

NS-PRO series

Solar street light NS-PRO-60W

Lamp

60W,60pcs of leds,4800im,6300K
Controller

12/24V10A solar charge controller

Panel
24V120W,poly/monocrystalline, Conversion
efficiency:15%

Battery

12V100AH*2,deep cycle battery

Pole

7-8M,steel,hot galvanizing and plastic spray
treatment

Pole distance

25M

Application:
roads, squares, parks, gardens and other lighting
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NOVA2eSOL LED SOLAR STREET LIGHT

ENERGY

@®Original CREE LED from USA

@®Comes with power saving mode to
achieve the secondary energy-saving

@External constant current drive,easy to opt
easy to maintain

@®Lightweight, easy to install

@5 years warrany

Technical Specification

Power 60W
Frequency Range 50-60HZ
Input Voltage DC12/24V,AC85-264V

LED Luminous Efficiency 107-114Im/W
Temper Glass Efficiency 90%

Working temperature -30-55C . L - 510 -
Illumination(E) 6M 48Ix P e

M 38Ix FEEEEEEEEE \ |

8M 28I el ! BB EEEE ]
Color Temperature 6500K I '. 5 B B B B [ 3]
Lifespan 35000H o o EE E EE E EE E |
IP rate IP65 : A |
Weight 6.5KG Unit:millim eter




LED SOLAR STREET LIGHT NOVA#:SOL

ENERGY

NS-HAR series

@5 years warranty,all set
@®Good quality with competitive price
@Easy intallation,Free of maintenance.

LED lamp
CREE LEDs from USA,50000 hrs life span,IP65

Controller
Germany brand,set the lighting time by
time&light option,IP68

Panel
Excellent performance,water-proof junction
box,long lifespan up to 25 years

Battery : \ ' -

. . S
Deep cycle maitain-free battery,5 years life A%g%
span —
Pole ] )
Resist of strong wind (136km/hr),use Working time
imported powder and melt uniformity,anti- 10-12 hours per night

UV, more than 20 years life span

Back up time
3-5 nights

Solar street light NS-HAR-60W

Lamp

60W,60pcs of leds,4800lm,6300K
Controller

12/24V10A solar charge controller
Panel
24V120W,poly/monocrystalline,Conversion
efficiency:15%

Battery

12V100AH*2,deep cycle battery

Pole

7-8M,steel , hot galvanizing and plastic
spray treatment

Pole distance

NOVA%SOL  25M

ENERGY

|
A |
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Application:
roads, squares, parks, gardens and other lighting
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NOVA2:SOL LED SOLAR STREET LIGHT

ENERGY

@®Bridgelux LED

@®Comes with power saving mode to achieve the
secondary energy-saving

@®Beautiful appearance, flowing lines
@®\Waterproof and anti-corrorsion lamp surface

@5 years warrany

Technical Specification !
Power 30W

Frequency Range 50-60HZ

Input Voltage DC12/24V,AC85-264V
LED Luminous Efficiency 95--100Lm/W
Temper Glass Efficiency 90%

21

Lamp flux 2460Im
Illumination(E) 6M 20Ix
8M 10Ix
Color Temperature 5500K
Lifespan 35000H
IP rate IP65
Working temperature -35-55C

NOVA SOR

NERGY}




LED SOLAR STREET LIGHT

@5 years warranty,all set
@®Good quality with competitive price

@Easy intallation,Free of maintenance.

LED lamp
BRIDGELUX LEDs from USA,50000 hrs life
span,IP65

Controller
Germany brand,set the lighting time by
time&light option,IP68

Panel
Excellent performance,water-proof junction
box,long lifespan up to 25 years

Battery
Deep cycle maitain-free battery,5 years life
span

Pole
Resist of strong wind (136km/hr),use

imported powder and melt uniformity,anti-
UV,more than 20 years life span

e

Working time
10-12 hours per night
Back up time

3-5 nights

NOVA»SOL

ENERGY

NS-CBH series

NOVAZSOL

Solar street light NS-CBH-30W

Lamp

30W,28pcs of cree leds,95--
100Lm/W,20Ix/6m,5500K

Controller

12/24V10A solar charge controller
Panel

12V70W, poly/monocrystalline,Conversion
efficiency:15%

Battery

12V110AH,deep cycle battery

Pole

5-6M,steel , hot galvanizing and plastic
spray treatment

Pole distance

21M

Application:
roads, squares, parks, gardens and other lighting
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NOVA#:SOL LED SOLAR STREET LIGHT

ENERGY

@®Bridgelux LED

@®Comes with power saving mode to achieve the
secondary energy-saving

@®Beautiful appearance, flowing lines

@External constant current drive, easy to
operate, easy to maintain

@5 years warrany

Technical Specification

Power 40W
Frequency Range 50-60HZ
Input Voltage DC12/24V,AC85-264V

LED Luminous Efficiency 80-90Im/W
Temper Glass Efficiency 90%

Working temperature -30-55¢°C
Illumination(E) 5M 35Ix

6M 26Ix

M 21lIx Lamp Size (cm) 86*31*21
Color Temperature 5500K Weight (kg) 9
Lifespan 35000H package material carton
IP rate . IP65 Package |Size (cm) 94*36*25
Working Humidity 10-90%RH -

Weight(KG) 10

NOVRA#SOL

ENERGY;




LED SOLAR STREET LIGHT NOVA#:SOL

ENERGY

@5 years warranty,all set
@®Good quality with competitive price

@Easy intallation,Free of maintenance.

LED lamp
BRIDGELUX LEDs from USA,50000 hrs life
span,IP65

Controller J
Germany brand,set the lighting time by
time&light option,IP68

Panel
Excellent performance,water-proof junction
box,long lifespan up to 25 years

Battery
Deep cycle maitain-free battery,5 years life
span

Pole

Resist of strong wind (136km/hr),use
imported powder and melt uniformity,anti-
UV, more than 20 years life span

NOVASOL.
[ENERGY{

Solar street light NS-ORC-40W

Lamp
30W,20pcs of BRIDGELUX leds,80-
90Im/w,21Ix/7m,6500K
Controller
12/24V10A solar charge controller
Panel
12V80W, poly/monocrystalline,Conversion
efficiency:15%
Battery
12V135AH,deep cycle battery
Pole
6-7M,steel , hot galvanizing and plastic
A \  spray treatment
— el Pole distance

25M
Working time
10-12 hours per night
Back up time Application:
3-5 nights roads, squares, parks, gardens and other lighting



NOVAeSOL LED SOLAR STREET LIGHT

ENERGY

NS-FIS series

@®Bridgelux LED

@®Comes with power saving mode to achieve the
secondary energy-saving

@®Beautiful appearance, flowing lines

@External constant current drive, easy to
operate, easy to maintain

@5 years warrany

Technical Specification

Power 40W
Frequency Range 50-60HZ
Input Voltage DC12/24V,AC85-264V

LED Luminous Efficiency 80-90Im/W
Temper Glass Efficiency 90%

Working temperature -30-55°C
Illumination(E) 5M 35Ix

gm gﬁ:i Lamp Sizz-a (cm) 99+39%27
Color Temperature 5500K weight (kg) 12
Lifespan 35000H package material carton
IP rate IP65 Package [Size (cm) 102*42*30
Working Humidity 10-90%RH Weight(KG) ”
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LED SOLAR STREET LIGHT NOVA2:SOL

ENERGY

@5 years warranty,all set
@®Good quality with competitive price

@Easy intallation,Free of maintenance.

LED lamp
BRIDGELUX LEDs from USA,50000 hrs life
span,IP65

Controller
Germany brand,set the lighting time by
time&light option,IP68

Panel
Excellent performance,water-proof junction
box,long lifespan up to 25 years

Battery
Deep cycle maitain-free battery,5 years life
span

Pole

Resist of strong wind (136km/hr),use
imported powder and melt uniformity,anti-
UV, more than 20 years life span

NOVAZSO

ENERGY]

Solar street light NS-FIS-40W

Lamp

30W,20pcs of BRIDGELUX leds,80-
90Im/w,21Ix/7m,6500K

Controller

12/24V10A solar charge controller
Panel

12V80W, poly/monocrystalline,Conversion
efficiency:15%

Battery

12V135AH,deep battery

Pole

6-7M,steel , hot galvanizing and plastic
spray treatment

Pole distance

NOVA::SON 25M

[ENERGY)
Working time
10-12 hours per night
Back up time Application:
3-5 nights roads, squares, parks, gardens and other lighting
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NOVA#SOL

ENERGY

@®Bridgelux LED

@®Comes with power saving mode to achieve the
secondary energy-saving

@®Beautiful appearance, flowing lines

@External constant current drive, easy to
operate, easy to maintain

@5 years warrany

Technical Specification

Power 18W
Frequency Range 50-60HZ
Input Voltage DC12/24V,AC85-264V

LED Luminous Efficiency 80-90Im/W
Temper Glass Efficiency 90%
Working temperature -30-55°C

Illumination(E) 3M 28lIx
4M  23Ix
5M 18lIx

Color Temperature 6500K

Lifespan 35000H

IP rate IP65

Working temperature -30-55°C

LED SOLAR STREET LIGHT

Lamp Size (cm) 86*31*21
Weight (kg) 9
Package Enaactlt(a?ig(le carton
Size (cm) 94*36*25
Weight(KG) 10




LED SOLAR STREET LIGHT NOVA%:%SOL

ENERGY

NS-DOM series

@5 years warranty,all set
@®Good quality with competitive price

@Easy intallation,Free of maintenance.

LED lamp
BRIDGELUX LEDs from USA,50000 hrs life
span,IP65

Controller
Germany brand,set the lighting time by
time&light option,IP68

Panel
Excellent performance,water-proof junction
box,long lifespan up to 25 years

Battery
Deep cycle maitain-free battery,5 years life
span

Pole

Resist of strong wind (136km/hr),use
imported powder and melt uniformity,anti-
UV, more than 20 years life span

Solar street light NS-DOM-18W

Lamp

18W,12pcs of BRIDGELUX 80-
90Im/w,23Ix/4m,6500K

Controller

12/24V10A solar charge controller

Panel

12V50W, poly/monocrystalline,Conversion
efficiency:15%

Battery

12VB0AH,deep cycle battery

Pole

4-5M,steel , hot galvanizing and plastic spray
treatment

Pole distance

18M

Working time
10-12 hours per night

Back up time Application:
3-5 nights roads, squares, parks, gardens and other lighting
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NOVASOL-ENERGY Ltd.

Unit 901, 9F, No. 1258 Yuyuan Road,
Greenland Tower,

L ELT{ELR

200050

Office: (+86) 21 638 052 86

Fax: (+852) 35 719 160

Website: www.novasol-energy.com.hk
Email: info@novasol-energy.com.hk
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